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CABINETS & COUNTERTOPS

COUNTERTOP SPECIFICATION

MSI - QUARTZ

Sparkling Black

Type Quartz
Brand MSI
Finish Polished
Thicknesses 2cm, 3cm
Color family Black
Sealing No routine sealing required

Sparkling Black is a polished quartz surface from MSI's Q Premium Natural Quartz collection, with a fine, reflective
sparkle running through the surface. As an engineered quartz it's non-porous and never needs sealing, resisting
stains, scratches and everyday wear while staying remarkably uniform slab to slab.

CARE & INSTALLATION

Clean with warm water and mild soap; use trivets and avoid abrasive pads. Quartz needs no routine sealing. Confirm heat,
chemical and exterior-use limits in the selected manufacturer's care and warranty documents. View the actual color and confirm
finish and thickness before fabrication.

RESOURCES

Manufacturer technical data Care & maintenance

Manufacturer warranty View this color online

Pricing by the project —request a quote at https://www.millandmason.com/quote
(952) 938-8100 contact@millandmason.com - www.millandmason.com
9424 Deerwood Ln N, Maple Grove, MN 55369


https://www.millandmason.com/docs/materials/msi/quartz-technical-specifications.pdf
https://www.millandmason.com/docs/materials/msi/q-care-and-maintenance.pdf
https://www.millandmason.com/docs/materials/msi/q-lifetime-warranty.pdf
https://www.millandmason.com/countertops/msi-sparkling-black

